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1.0 INTRODUCTION AND BACKGROUND

This report presents the results of our geotechnical investigation for the proposed San Ramon
City Hall to be constructed at 7060 Bollinger Canyon Road in San Ramon, California. This

investigation was performed in accordance with our proposal dated 31 October 2013.

The site is in the southwestern corner of San Ramon Central Park, as shown on Figure 1. It is
bound by Bollinger Canyon Road on the southeast, the lron Horse Trail on the southwest, a
baseball diamond on the northwest, and a skate park and parking lot on the northeast. The site
is irregularly-shaped with maximum dimensions of about 290 by 375 feet. The site is currently
occupied by two concrete-paved basketball courts, concrete paving, and landscaping, as shown
on Figure 2. The site is relatively level, with ground surface elevations ranging from

approximately 435 to 440 feet.'

We understand plans are to demolish the existing improvements within the footprint of the
new development and construct a two- to three-story, steel-framed building on grade with
maximum plan dimensions of about 130 by 235 feet. We understand the baseball field, skate
park, and parking lots will remain. Additional improvements will include new concrete flatwork
and landscaping adjacent to the building. We understand stormwater quality (bioretention)
facilities are also planned. Estimated dead plus live column loads of about 300 kips were
provided by the project structural engineer, Thornton Tomasetti. These loads are based on a

column spacing of 30 by 30 feet.

2.0 SCOPE OF SERVICES

Our scope of services, outlined in our proposal dated 31 October 2013, consisted of reviewing
available existing subsurface information, exploring the subsurface conditions at the site, and
performing laboratory tests and engineering analyses to develop conclusions and

recommendations regarding:

! Elevations are based on the National Geodetic Vertical Datum of 1929 (NGVD 1929} and are based on the plan

titled “City of San Ramon New City Hall, Existing Utility and Easements, City of San Ramon, Contra Costa
County, California” by RJA dated 8 January 2014.
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e soil and groundwater conditions at the site
e the most appropriate foundation type(s) for the proposed building

e design criteria for the most appropriate foundation typel(s), including values for vertical
and lateral capacities

e estimated foundation settlement, including total and differential settlements

* site seismicity and seismic hazards, including ground rupture, liquefaction, and cyclic
densification

e site preparation and grading, including criteria for fill quality and compaction
e soil subgrade preparation

e underground utility trenches

e temporary slopes

e below-grade walls

e floor slabs

e concrete flatwork

e seismic design criteria in accordance with the 2013 California Building Code

e construction considerations.

3.0 FIELD EXPLORATION AND LABORATORY TESTING

Subsurface conditions were explored at the site by drilling three borings. The approximate
locations of the borings are presented on Figure 2. Prior to performing our field investigation
we obtained a soil boring permit from the Contra Costa County Environmental Health Division
(CCCEHD), notified Underground Service Alert (USA), and retained a private underground utility

locating service to check that locations of exploratory points were clear of existing utilities.

3.1 Borings

The borings, designated B-1 through B-3, were drilled using a truck-mounted drill rig equipped
with hollow-stem augers on 2 December 2013 by Exploration Geoservices, Inc. of San Jose,
California. The borings were drilled to a depth of 30 feet beneath the existing ground surface

(bgs), during which time our engineer logged the soil encountered in the borings and obtained
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samples of the material encountered for visual classification and laboratory testing. The logs of
the borings are presented in Appendix A on Figures A-1 through A-3. The soil encountered in
the borings was classified in accordance with the Classification Chart shown on Figure A-4.

Soil samples were obtained using two types of driven samplers:

e Sprague & Henwood (S&H) split-barrel sampler with a 3.0-inch outside diameter
and 2.5-inch inside diameter, lined with steel or brass tubes with an inside
diameter of 2.43 inches

e Standard Penetration Test (SPT) split-barrel sampler with a 2.0-inch outside
diameter and 1.43-inch inside diameter.

The SPT and S&H samplers were driven with a 140-pound, hydraulic trip wireline safety
hammer falling 30 inches. The samplers were driven up to 18 inches and the hammer blows
required to advance the samplers every six inches of penetration were recorded and are
presented on the boring logs. A “blow count” is defined as the number of hammer blows per
six inches of penetration. The blow counts required to drive the S&H and SPT samplers were
converted to approximate SPT N-values using factors of 0.4 and 0.7, respectively, to account
for sampler type and hammer energy and are shown on the boring logs. The blow counts used
for this conversion were the last two blow counts since the sampler was driven more than

12 inches.

Upon completion, the boreholes were backfiled with cement grout in accordance with
CCCEHD requirements and under the observation of a CCCEHD inspector, and pavement
surfaces were patched. Soil cuttings generated during drilling of the borings were placed into

55-gallon drums, temporarily stored onsite, and eventually transported off-site for disposal.

3.2 Laboratory Testing

Soil samples obtained from the borings were re-examined in the office for classification and
representative samples were selected for laboratory testing. The laboratory testing program
was designed to correlate and evaluate engineering properties of the soil at the site. Samples
were tested to measure dry density, moisture content, plasticity (Atterberg limits), and

strength. Results of the laboratory tests are included on the boring logs and on Figures B-1 and
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B-2 in Appendix B. Testing was also performed on a near-surface sample from boring B-3 to
evaluate the corrosion potential of the soil. The results of the corrosivity testing are presented

on Figure B-3 in Appendix B.

40 SUBSURFACE CONDITIONS

Subsurface information from our field investigation indicates the site is blanketed by a thin layer
of fill consisting of stiff to very stiff clay with varying sand content. The fill is approximately 1%
and 2 feet thick in borings B-3 and B-1, respectively. About 1 foot of fill was encountered
beneath the pavement section in boring B-2, which was drilled in the parking lot at the
southeastern portion of the site. The pavement section consists of 3 inches of asphalt

concrete over 12 inches of aggregate base.

Beneath the fill, medium stiff to very stiff clay with varying sand content was encountered to
the maximum depth explored of 30 feet bgs. Laboratory testing performed on near surface
samples of the clay indicates that it has a moderate to high expansion potential® with plasticity

indices ranging between 19 and 35.

Where groundwater was measured during our investigation, it was between depths of 11 and
26 feet bgs, corresponding to approximate Elevations 427 and 412 feet, respectively. The
groundwater levels observed during drilling do not represent stable groundwater conditions,

and the groundwater level at the site is expected to vary seasonally.

5.0 REGIONAL SEISMICITY

The major active faults in the area are the Calaveras, Mount Diablo Thrust, and Hayward faults.
These and other faults in the region are shown on Figure 3. For each of the active faults within

50 kilometers (km) of the site, the distance from the site and estimated maximum Moment

2 Expansive soil undergoes volume changes with changes in moisture content.
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magnitude,® M, [Working Group on California Earthquake Probabilities (WGCEP) (2008) and

Cao et al. {2003)] are summarized in Table 1.

TABLE 1
Regional Faults and Seismicity

Approximate
Distance from Direction | Mean Moment
Fault Segment Site (km) from Site Magnitude

Total Calaveras 1.4 West 7.03
Mount Diablo Thrust 4.6 Northeast 6.70
Total Hayward 15 West 7.00
Total Hayward-Rodgers Creek 15 West 7.33
Green Valley Connected 15 North 6.80
Greenville Connected 16 East 7.00
Great Valley b,
Pittsburg Kirby Hills 30 Northeast 6.70
Great Valley 7 38 East 6.90
N. San Andreas - Peninsula 44 West 7.23
N. San Andreas (1906 event) 44 West 8.05
Monte Vista-Shannon 45 Southwest 6.50

Figure 3 also shows the earthquake epicenters for events with magnitude greater than 5.0 from
January 1800 through January 1996. In 1868, an earthquake with an estimated maximum
intensity of X on the MM scale occurred on the southern segment (between San Leandro and
Fremont) of the Hayward Fault. The estimated M,, for the earthquake is 7.0. In 1861, an
earthquake of unknown magnitude (probably a M,, of about 6.5) was reported on the Calaveras
Fault. The most recent significant earthquake on this fault was the 1984 Morgan Hill

earthquake (M,, = 6.2).

Since 1800, four major earthquakes have been recorded on the San Andreas Fault. In 1836 an
earthquake with an estimated maximum intensity of VIl on the Modified Mercalli (MM) scale
(Figure 4) occurred east of Monterey Bay (Toppozada and Borchardt 1998). The estimated M,,

for this earthquake is about 6.25. In 1838, an earthquake occurred with an estimated intensity

3 Moment magnitude is an energy-based scale and provides a physically meaningful measure of the size of a

faulting event. Moment magnitude is directly related to average slip and fault rupture area.
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of about VIII-IX (MM), corresponding to a M,, of about 7.5. The San Francisco Earthquake of
1906 caused the most significant damage in the history of the Bay Area in terms of loss of lives
and property damage. This earthquake created a surface rupture along the San Andreas Fault
from Shelter Cove to San Juan Bautista, approximately 470 kilometers in length. It had a
maximum intensity of XI (MM), a M,, of about 7.9, and was felt 560 kilometers away in Oregon,
Nevada, and Los Angeles. The most recent earthquake to affect the Bay Area was the Loma
Prieta Earthquake of 17 October 1989 with a M,, of 6.9 and an epicenter in the Santa Cruz

Mountains, approximately 81 km from the site.

The 2008 WGCEP at the U.S. Geologic Survey (USGS) predicted a 63 percent chance of a
magnitude 6.7 or greater earthquake occurring in the San Francisco Bay Area in 30 years. More

specific estimates of the probabilities for different faults in the Bay Area are presented in
Table 2.

TABLE 2

WGCEP (2008) Estimates of 30-Year Probability
of a Magnitude 6.7 or Greater Earthquake

Probability
Fault (percent)
Hayward-Rodgers Creek 31
N. San Andreas 21
Calaveras 7
San Gregorio 6
Concord-Green Valley 3
Greenville 3
Mount Diablo Thrust 1

6.0 DISCUSSION AND CONCLUSIONS

We conclude that from a geotechnical engineering standpoint, the site can be developed as
planned, provided the recommendations presented in this report are incorporated into the

project plans and specifications and are implemented during construction. The primary

LANGAN TREADWELL ROLLO



Geotechnical Investigation 23 July 2014
San Ramon City Hall 731626901
San Ramon, California Page 7

geotechnical concern for the project is the presence of moderately to highly expansive near-
surface soil. Our conclusions regarding seismic hazards, expansive soil, and other geotechnical

issues are presented in this section.

6.1 Seismic Hazards

Historically, ground surface fault rupture closely follows the trace of geologically young faults.
The site is not within an Earthquake Fault Zone, as defined by the Alquist-Priolo Earthquake
Fault Zoning Act and no known active or potentially active faults exist on the site. We therefore
conclude the risk of fault offset rupture at the site from a known fault is low. In a seismically
active area, the remote possibility exists for future faulting in areas where no faults previously
existed; however, we conclude the risk of surface faulting and consequent secondary ground

failure is low.

During a major earthquake on a segment of one of the nearby faults, strong to very strong
ground shaking is expected to occur at the project site. Strong shaking during an earthquake
can result in ground failure such as that associated with soil liquefaction?, lateral spreading®, and
cyclic densification®. Soils most susceptible to these phenomena are loose, clean, uniformly
graded sand and silt of low plasticity that is relatively free of clay. Considering the soil
encountered above and below the groundwater table at the site consisted of medium stiff to
very stiff clay, we conclude the potential for liquefaction, lateral spreading, and cyclic

densification to occur at the site is low.

Liquefaction is a transformation of soil from a solid to a liquefied state during which saturated soil temporarily

loses strength resulting from the buildup of excess pore water pressure, especially during earthquake-induced
cyclic loading. Soil susceptible to liqguefaction includes loose to medium dense sand and gravel, low-plasticity

silt, and some low-plasticity clay deposits.

Lateral spreading is a phenomenon in which surficial soil displaces along a shear zone that has formed within an
underlying liquefied layer. Upon reaching mobilization, the surficial blocks are transported downslope or in the
direction of a free face by earthquake and gravitational forces.

Cyclic densification is a phenomenon in which non-saturated, cohesionless soil is densified by earthquake
vibrations, causing differential settlement.
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6.2 Foundation Support

The site is underlain by moderately to highly expansive near-surface soil. Expansive soil is
subject to high volume changes during seasonal fluctuations in moisture content, which can
cause cracking of foundations and floor slabs. The detrimental effects of near-surface
expansive soil can be mitigated by moisture conditioning the expansive soil below slabs,
placing non-expansive fill below slabs, supporting foundations below the zone of severe
moisture change, and/or designing foundations to resist the movements associated with the
volume changes. Because expansive soil is present, we conclude the building foundations

should be designed to reduce the potential for movement due to moisture change.

The native soil at the foundation level has moderate strength and relatively low compressibility.
We conclude the planned building can be supported on a shallow foundation. Because of the
presence of expansive soil, the foundation should consist of deepened continuous perimeter
footings and deepened isolated spread footings at interior column locations bearing on native
soil or engineered fill. The continuous perimeter footing will act as a barrier to reduce the
potential for moisture change beneath the floor slabs. We estimate the total settlement of
properly constructed spread footings due to static loading, designed using the
recommendations presented in Section 7.2, will be less than 1 inch, with differential settlement

across a horizontal distance of 30 feet on the order of ¥ inch.

6.3 Floor Slabs

The floor slab will be underlain by stiff to very stiff clay; therefore, we conclude the slab may be
supported on grade. Because the near-surface soil is moderately to highly expansive, the floor
slab and capillary break/vapor retarder (recommended in Section 7.3) should be underlain by at
least 18 inches of non-expansive soil to mitigate the potential for movement of the slabs. The

non-expansive soil may consist of imported select fill or lime-treated native soil.

6.4 Excavation and Temporary Cut Slopes
We anticipate excavations on the order of about 2 to 8 feet will be needed for building

foundations, elevator pits, and below-grade utilities. The soil to be excavated consists
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predominantly of clay, which can be excavated using conventional earth-moving equipment
such as loaders and backhoes. Excavations that will be deeper than five feet and will be
entered by workers will need to be shored or sloped in accordance with the Occupational

Safety and Health Administration (OSHA) standards (29 CFR Part 1926).

6.5 Groundwater and Dewatering
Groundwater levels were measured during our field investigation between approximate
Elevations of 412 and 427 feet. We conclude a design groundwater level at Elevation 429 feet

should be used at the site.

Dewatering will be required where excavations encounter groundwater. Wet, disturbed
subgrade soil will likely require stabilization prior to placement of improvements. One method
of stabilizing the soil consists of overexcavating the disturbed material and replacing it with a
lean concrete rat slab. Alternatively, the disturbed soil could be removed and replaced with a

layer of reinforcement geotextile and crushed rock wrapped in filter fabric.

6.6  Corrosion Potential

Corrosivity testing was performed on a sample from a depth of 3% feet in boring B-3. The
sample of soil was tested in accordance with Caltrans and ASTM protocols by Environmental
Technical Services (ETS) of Petaluma, California. The corrosivity test results are presented on

Figure B-3 in Appendix B.

6.7 Construction Considerations

As previously discussed, the site is underlain by moderately to highly expansive near-surface
soil. If the soil subgrade is exposed and allowed to dry during excavation for the foundation and
is not properly moisture-conditioned prior to placement of concrete, significant heave may
occur as soil moisture levels increase after construction. Therefore, it is essential to maintain
moisture during construction. Typically, it is necessary to spray the exposed bottom and sides

of foundation excavations on a daily basis to prevent drying.
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In addition, if construction activities are performed during the winter/rainy season, the near-
surface soils will be saturated, soft, and easily remolded. Methods of stabilizing saturated
subgrade are discussed in Section 6.5. Wet soil will require significant drying before it can be

used as fill or backfill.

7.0 RECOMMENDATIONS

Our recommendations regarding design of foundations, below-grade walls, floor slabs, and

other geotechnical aspects of this project are presented in this section.

71 Earthwork

7.1.1 Site Preparation

Site preparation should include removal of all existing structures, foundations, slabs,
pavements, and underground utilities within the footprint of the planned development. Existing
foundations should be removed to expose native soil. All areas to receive improvements
should be stripped of vegetation and organic topsoil. Stripped materials should be removed
from the site or stockpiled for later use in landscaped areas, if approved by the landscape
architect. Any subsurface structures should be removed, and any fill uncovered should be
overexcavated and recompacted. Underground utilities should be removed to the service
connections and properly capped or plugged with concrete. Where existing utility lines will not
interfere with the planned construction, they may be abandoned in-place, provided the lines are
filled with lean concrete or cement grout to the limits of the project. Voids resulting from
demolition activities should be properly backfilled with engineered fill as described in
Section 7.1.3.

From a geotechnical standpoint, concrete and asphalt generated by demolition may be crushed
and reused as fill providing it is free of organic material and rocks or lumps greater than three
inches in greatest dimension. The acceptability of using crushed asphalt at the site should be
verified by the architect. Where crushed asphalt pavement and concrete materials are used as
fill, particles between 1% and 3 inches in greatest dimension should comprise no more than

30 percent of the fill by weight.
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7.1.2 Subgrade Preparation

The floor slab and underlying capillary break/vapor retarder (recommended in Section 7.3)
should be underlain by at least 18 inches of non-expansive soil consisting of either select fill or
lime-treated native soil, as described in the following sections. The soil subgrade should be

kept moist until it is covered by fill or improvements.

Slab-on-Grade

Placement of Select Fill (Alternative No. 1)
If Alternative No. 1 is selected, we recommend the building pad be overexcavated to allow

placement of at least 18 inches of select fill beneath the slab-on-grade floor and underlying
capillary moisture break. Where the site will be raised at least 18 inches above the existing
ground surface following demolition, the fill used to raise the grade for the building pad should
consist of select fill. The select fill should extend at least five feet beyond the building
footprint. The native expansive soil at the base of the overexcavation or at current grade prior
to raising grades should be scarified to a depth of at least 12 inches, moisture-conditioned to at
least three percent above optimum moisture content, and compacted to between 88 and
92 percent relative compaction.”  Any existing fill encountered at the base of the
overexcavation or at current grade prior to raising grades should be overexcavated and
recompacted as recommended in Section 7.1.1 prior to placement of select fill. Select fill
should be moisture conditioned to above optimum moisture content and compacted to at least
95 percent relative compaction. The geotechnical engineer should observe subgrade

preparation prior to placement of select fill.

Lime Treatment (Alternative No. 2)
If Alternative No. 2 is selected, the upper 18 inches of the building pad (measured below the

capillary moisture break) should be treated in place with between four to eight percent (to be
determined by the specialty contractor performing the lime treatment) dolomitic quicklime by
dry weight of soil. The limit of lime treatment should extend at least five feet beyond the

building footprint. A specialty subcontractor typically performs lime treatment, and we

7 Relative compaction refers to the in-place dry density of soil expressed as a percentage of the maximum dry

density of the same material, as determined by the ASTM D1557-09 laboratory compaction procedure.
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recommend this work be performed only by an experienced contractor. The contractor should
determine the percent lime to be used and confirm there are no chemical constituents present
that would adversely affect the lime treatment. Prior to lime treatment, we recommend the
building pad be graded in accordance with our previous recommendations and all below-grade
obstructions be removed. The soil treated with lime should be mixed and compacted in one
lift. The lime should be thoroughly blended with the soil and allowed to cure for 24 hours prior
to remixing and compaction. The lime-treated soil should be moisture-conditioned to above
optimum moisture content and compacted to at least 90 percent relative compaction. Lime-
treated soil should be removed from landscaping areas as it will inhibit growth of vegetation.
It should be noted that disposal of lime-treated soil is typically expensive because of the high

pH of the treated soil.

Flatwork Areas
As a minimum preparation for exterior concrete flatwork, including concrete slabs and

sidewalks, the upper 12 inches of expansive native soil at subgrade should be moisture-
conditioned to at least three percent above optimum moisture content and compacted to
between 88 and 92 percent relative compaction. |f it is desirable to reduce the potential for
differential movement and cracking, concrete flatwork should be underlain by at least 12 inches
of select fill, lime-treated soil, or Caltrans Class 2 AB, as recommended in Section 7.4. Select
fill and Class 2 AB at subgrade in concrete flatwork areas should be moisture-conditioned to
above optimum moisture content and compacted to at least 95 percent relative compaction.
Lime-treated soil at subgrade should be moisture-conditioned to above optimum moisture

content and compacted to at least 90 percent relative compaction.

7.1.3 Fill Placement

We anticipate fill placement at the site will consist primarily of minor grading for the building
pad and flatwork areas and backfill for utility trenches and around elevator pit walls. Because
the on-site soil is moderately to highly expansive, the floor slab should be underlain by at least

18 inches of select fill or lime-treated soil, as recommended in Section 7.1.2. Prior to
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placement of fill, the subgrade soil should be scarified, moisture-conditioned, and recompacted

as recommended in Section 7.1.2.

If native expansive clay is to be used as general site fill, it should be moisture-conditioned to at
least three percent above optimum moisture content, placed in horizontal lifts not exceeding
eight inches in loose thickness, and compacted to between 88 and 92 percent relative

compaction.

Select fill should consist of imported or on-site soil that is free of organic matter and hazardous
material, contain no rocks or lumps larger than three inches in greatest dimension, have a liquid
limit less than 40 and plasticity index less than 12, and be approved by the geotechnical
engineer. In addition, select fill used within the building footprint should contain at least
20 percent fines (particles passing the No. 200 sieve) to reduce the potential for surface water
to infiltrate beneath slabs. Select fill should be placed in lifts not exceeding eight inches in
loose thickness, moisture-conditioned to above optimum moisture content, and compacted to
at least 90 percent relative compaction for fill thickness equal to or less than five feet and

95 percent relative compaction for fill thickness greater than five feet.

We should approve all sources of engineered fill at least three days before use at the site. The
grading subcontractor should provide analytical test results or other suitable environmental
documentation indicating the imported fill is free of hazardous materials at least three days
before use at the site. |If this data is not available, up to two weeks should be allowed to

perform analytical testing on the proposed import material.

7.1.4 Temporary Cuts

Temporary cut slopes may be made during site grading, foundation installation, elevator pit
excavation, and utility installation. The safety of workers and equipment in or near excavations
is the responsibility of the contractor. The contractor should be familiar with the most recent
Occupational Safety and Health Administration (OSHA) Trench and Excavation Safety standards
(29 CFR Part 1926). Excavations that will be deeper than five feet and will be entered by
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workers should be shored or sloped in accordance with OSHA standards. We judge that
temporary cuts in native soil which are less than 10 feet high and inclined no steeper than 1:1
{horizontal: vertical) will be stable provided that they are not surcharged by equipment or
building material. During construction, we should observe cut slopes to verify the inclinations
are appropriate for the conditions encountered. Where excavations encounter groundwater,

they should be dewatered.

7.1.5 Utility Trenches
Excavations for utility trenches can be made with a backhoe. All trenches should conform to

the current OSHA requirements for slopes, shoring, and other safety concerns.

To provide uniform support, pipes or conduits should be bedded on a minimum of four inches
of sand or fine gravel. After the pipes and conduits are tested, inspected (if required), and
approved, they should be covered to a depth of six inches with sand or fine gravel, which
should be mechanically tamped. [|f groundwater is encountered during trench excavation, the
gravel used as bedding and cover should be replaced with Caltrans Class 2 permeable material
below the water level, or the open-graded gravel used as bedding and cover should be wrapped

in filter fabric (Mirafi 140N or equivalent) to reduce the potential for infiltration of fines.

Backfill for utility trenches and other excavations is also considered fill and should be placed
and compacted according to the recommendations previously presented. If imported clean
sand or gravel (defined as soil with less than 10 percent fines) is used as backfill, it should be
compacted to at least 95 percent relative compaction. Jetting of trench backfill should not be
permitted. Special care should be taken when backfilling utility trenches in pavement areas.
Poor compaction may cause excessive settlements, resulting in damage to the pavement

section.

Where utility trenches backfilled with sand or gravel enter the building pad, an impermeable
plug consisting of native clay or lean concrete, at least five feet in length, should be installed at

the building line. Further, where sand- or gravel-backfilled trenches cross planter areas and
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pass below asphalt or concrete pavements, a similar plug should be placed at the edge of the
pavement. The plug should extend from the bottom of the trench to the subgrade elevation.
The purpose of these recommendations is to reduce the potential for water to become trapped
in trenches beneath the building or pavements. This trapped water can cause heaving of soils

beneath slabs and softening of subgrade soil beneath pavements.

7.2 Foundation Support

The planned building may be supported on a combination of isolated interior spread footings
and deepened continuous perimeter footings bearing on native soil or engineered fill.
Continuous footings should be at least 18 inches wide and isolated spread footings should be
at least 24 inches wide. We recommend the perimeter footings be bottomed at least
36 inches below the lowest adjacent exterior soil subgrade or the top of the select fill or lime-
treated layer, whichever is deeper, to reduce the potential for movement of the footings due to
shrink and swell of the expansive clay. In addition, the interior footings should extend at least
30 inches below the lowest adjacent soil subgrade (measured from the top of the select fill or
lime-treated soil). Footings located adjacent to utility trenches or other footings should bear

below an imaginary 30-degree plane projected upward from the bottom edge of the adjacent

trench or footing.

Footings should be designed using an allowable bearing pressure for dead plus live loads of
4,000 pounds per square foot (psf). This allowable bearing pressure may be increased by one-
third for total loads, including wind or seismic forces, and include factors of safety of at least
2.0 and 1.5 for dead plus live loads and total loads, respectively. To design footings using the
modulus of subgrade reaction method, we recommend a modulus of subgrade reaction of

45 kips per cubic foot (kcf) be used.

Lateral loads can be resisted by a combination of passive pressure acting on the vertical faces
of the footings and friction along the base of the footings. We recommend passive resistance
be calculated using a uniform pressure (rectangular distribution) of 1,800 psf in native solil, a
uniform pressure of 2,000 psf in lime-treated soil, and an equivalent fluid weight (triangular

distribution) of 350 pounds per cubic foot (pcf) in select fill. The upper foot of soil should be
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ignored unless it is confined by slabs or pavement. Frictional resistance at the base of the
footings should be computed using a friction coefficient of 0.25. These values include a factor

of safety of about 1.5.

Uplift loads may be resisted by the weight of the footing and any overlying soil. If footings are
inadequate to provide the necessary uplift resistance, tiedown anchors may be used. We can

provide recommendations for tiedown anchors upon request.

The footing excavations should be free of standing water, debris, and disturbed materials prior
to placing concrete. If loose or soft soil or non-engineered fill is encountered in a footing
excavation, the weak soil or fill should be overexcavated to expose stiff to very stiff clay. The
excavated material should be replaced with either structural concrete or sand-cement slurry
with a minimum 28-day compressive strength of at least 50 pounds per square inch (psi). The
bottoms and sides of excavations should be wetted following excavation and maintained in a
moist condition until concrete is placed. If the foundation soil dries during construction, the
foundation will eventually heave, which may result in cracking and distress. We should check
foundation excavations prior to placement of reinforcing steel to confirm suitable bearing
material is present. We should recheck the condition of the excavations just prior to concrete

placement to confirm the excavations are sufficiently moist.

7.3  Concrete Floor Slabs

Floor slabs may be supported on grade. The floor slabs and capillary moisture break should be
underlain by at least 18 inches of properly compacted select fill or lime-treated native soil, as
discussed in Section 7.1.2. If the previously compacted soil subgrade is disturbed during
foundation and utility excavation, the subgrade should be scarified, moisture-conditioned, and
rerolled to provide a firm, unyielding surface prior to construction of the slab-on-grade floor. To
further reduce the potential for cracking of slab-on-grade floors, we recommend the slab be

reinforced with at least No. 4 bars spaced at 18 inches, each way.
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Where moisture on the floor slab is undesirable, we recommend installing a capillary moisture
break and water vapor retarder beneath the floor to reduce water vapor transmission through
the floor slab. A capillary moisture break consists of at least four inches of clean, free-draining
gravel or crushed rock. The vapor retarder should meet the requirements for Class C vapor
retarders stated in ASTM E1745-97. The vapor retarder should be placed in accordance with
the requirements of ASTM E1643-98. These requirements include overlapping seams by six
inches, taping seams, and sealing penetrations in the vapor retarder. The vapor retarder should
be covered with two inches of sand to aid in curing the concrete and to protect the vapor
retarder during slab construction. The particle size of the gravel/crushed rock and sand should

meet the gradation requirements presented in Table 3.

TABLE 3
Gradation Requirements for Capillary Moisture Break
Sieve Size Percentage Passing Sieve
Gravel or Crushed Rock

1inch 90-100
3/4 inch 30-100
1/2 inch 5-25
3/8 inch 0-6

Sand

No. 4 100

No. 200 0-5

The sand overlying the membrane should be moist at the time concrete is placed; however,
there should be no free water present in the sand. Excess water trapped in the sand could
eventually be transmitted as vapor through the slab. If rain is forecast prior to pouring the slab,
the sand should be covered with plastic sheeting to avoid wetting. |f the sand becomes wet,

concrete should not be placed until the sand has been dried or replaced.
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Concrete mixes with high water/cement (w/c) ratios result in excess water in the concrete,
which increases the cure time and results in excessive vapor transmission through the slab.
Therefore, concrete for the floor slab should have a low w/c ratio — less than 0.50. |f approved
by the project structural engineer, the sand can be eliminated and the concrete can be placed
directly over the vapor retarder, provided the w/c ratio of the concrete does not exceed 0.45
and water is not added in the field. If necessary, workability should be increased by adding
plasticizers. In addition, the slab should be properly cured. Before the floor covering is placed,
the contractor should check that the concrete surface and the moisture emission levels (if

emission testing is required) meet the manufacturer’'s requirements.

If the elevator pits are within 30 inches of the design groundwater level (Elevation 429 feet as
discussed in Section 6.5) and moisture migration is a concern, the elevator pits should be
waterproofed. We recommend a waterproofing consultant be retained to determine the most
appropriate system for this project and to provide input regarding waterproofing details.
Installation of waterproofing should be performed in accordance with the manufacturer’s

requirements.

7.4  Below-Grade Walls

The walls of below-grade structures should be designed as restrained walls. The walls should
be designed to resist both static lateral earth pressures and lateral pressures caused by
earthquakes. We used the procedures outlined in Sitar et al. (2012) to compute the seismic
increment using a Design Earthquake (DE) peak ground acceleration (PGA; 40 percent of Spg)
equal to 0.60g. The more critical condition of either at-rest pressure or active pressure plus a
seismic increment (total pressure) should be checked. Atrest and total equivalent fluid
pressure for the DE level of shaking at the site, both for level backfill, are presented in Table 4

for fully drained and undrained conditions.
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TABLE 4
Lateral Earth Pressures
Below-Grade Walls

Level Ground Surface

Drainage Condition
Drained Undrained
Static Static
Pressure Total Pressure Pressure Total Pressure
At-rest Active plus Seismic At-rest Active plus Seismic
Pressure Pressure Increment Pressure Pressure Increment
(pcf) {pcf) (pcf) (pef)
65 45 + 35 95 85+ 16

If surcharge loads are present above an imaginary 30-degree line {from the horizontal) projected
up from the bottom of a retaining wall, a surcharge pressure should be included in the wall
design. Where vehicular traffic will pass within 10 feet of retaining walls, traffic loads should
be considered in the design of the walls. Traffic loads may be modeled by a uniform pressure

of 100 psf applied in the upper 10 feet of the walls.

A backdrain can be provided behind below-grade walls to prevent the buildup of hydrostatic
pressure. One acceptable method for backdraining walls is to place a prefabricated drainage
panel against the backside of the newly cast wall. The panel should extend down to a
perforated PVC collector pipe or an equivalent “flat” pipe (such as AdvanEdge) at the base of
the wall or shoring. The PVC pipe should be bedded on and covered by at least 4 inches of
Class 2 permeable material (per Caltrans Standard Specifications) or drain rock, and the
aggregate material should be surrounded by filter fabric (Mirafi 140NC or equivalent). If a flat
pipe surrounded by a filter fabric is used, it is not necessary to surround it with rock. A closed
collector pipe should be sloped to drain to a suitable outlet. If water is collected in a sump, a
pumping system may be required to carry the water to the storm drain system. We should
review the manufacturer's specifications for proposed prefabricated drainage panel material

and drain pipe to verify they are appropriate for the intended use.
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As an alternative to using prefabricated drainage panel, the wall may be drained using Caltrans
Class 2 permeable material {Caltrans Standard Specifications Section 68-1.025) or clean drain
rock wrapped in a geotextile filter fabric (Mirafi 140N or equivalent). The gravel drain should be
at least 12 inches wide and should extend up the back of the wall to about two feet below the
ground surface; the upper two feet should be covered with a clay cap to reduce infiltration of
surface water. A four-inch-diameter perforated PVC collector pipe should be placed within the

gravel blanket near the base of the wall to drain the water to a suitable discharge.

Below-grade walls should be waterproofed, and water stops should be placed at all

construction joints.

Wall backfill should be placed and compacted to the recommendations in Section 7.1.3.
If heavy equipment is used, the wall should be appropriately designed to withstand loads

exerted by the equipment and/or temporarily braced.

7.5 Concrete Flatwork

If it is desirable to reduce the potential for differential movement and cracking, exterior
concrete flatwork should be underlain by at least 12 inches of select fill, lime-treated soil, or
Caltrans Class 2 AB, which should extend at least two feet beyond the slab edges. Even with
12 inches of select fill, lime-treated soil, or AB, exterior slabs may experience some cracking
due to shrinking and swelling of the underlying expansive soil. Thickening the slabs and adding
additional reinforcement will control this cracking to some degree. In addition, where slabs
provide access to the building, it would be prudent to dowel the slab to the foundation at the
entrance to permit rotation of the slab as the exterior ground shrinks and swells and to prevent
a vertical offset at the entries. Recommendations for subgrade preparation beneath concrete

flatwork are provided in Section 7.1.2.

7.6 Drainage
Positive surface drainage should be provided around the building to direct surface water away

from the foundations. To reduce the potential for water ponding adjacent to the structure, we
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recommend the ground surface within a horizontal distance of ten feet from the building slope
down away from the building with a surface gradient of at least five percent in unpaved areas
and two percent in paved areas. In addition, roof downspouts should be discharged into
controlled drainage facilities to keep the water away from the foundations. Because the
subgrade soil consists predominantly of clay, it will have a relatively low permeability.
If infiltration basins, bioswales, or permeable pavement are planned, they should be lined with
an impermeable membrane and drains should be provided that direct the water to an

appropriate outlet. Unlined infiltration basins or bioswales should not be placed within five feet

of the foundations.

7.7 Irrigation and Landscaping Limitations

The use of water-intensive landscaping around the perimeter of the buildings should be avoided
to reduce the amount of water introduced to the expansive clay subgrade. In addition, irrigation
of landscaping around the buildings should be limited to drip or bubbler-type systems. The
purpose of these recommendations is to avoid large differential moisture changes adjacent to
the foundations, which has been known to cause large differential settlement over short

horizontal distances in expansive soil, resulting in cracking of slabs and architectural damage.

Moderately to highly expansive native clay is expected to be present at or near the subgrade
level. For this condition, prior experience and industry literature indicate some species of high
water-demand® trees can induce ground surface settlement by drawing water from the
expansive soil and causing it to shrink. Where these types of trees are planted adjacent to
structures, the ground-surface settlement may result in damage to the structures. This
problem usually occurs ten or more years after project completion as the trees reach mature
height. To reduce the risk of tree-induced, ground-surface settlement, we recommend trees of
the following genera not be planted within a horizontal distance from the building equal to the
mature height of the tree: Eucalyptus, Populus, Quercus, Crataegus, Salix, Sorbus (simple-

leafed), Ulmus, Cupressus, Chamaecyparis, and Cupressocyparis. Because this is a limited list

8 “Water-demand” refers to the ability of the tree to withdraw large amounts of water from the soil subgrade,

rather than soil suction exerted by the root system.
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and does not include all genera that may induce ground-surface settlement, the project
landscape architect should use judgment in limiting other types or trees with similar properties

in the vicinity of the buildings.

7.8 2013 California Building Code Mapped Values
For seismic design in accordance with the provisions of 2013 California Building Code (CBC) we
recommend the following:
e Risk Targeted Maximum Considered Earthquake (MCEg) Sg and S, of 2.258g and
0.861g, respectively.
e Site Class D
e Site Modification Factors, F, and F, of 1.0 and 1.5.

e Risk Targeted MCEg spectral response acceleration parameters at short period, Sys, and
at one-second period, Sy, of 2.258g and 1.292g, respectively.

e Design Earthquake (DE) spectral response acceleration parameters at short period, Sps,
and at one-second period, Sg;, of 1.505g and 0.861g, respectively.

8.0 ADDITIONAL RECOMMENDATIONS - SERVICES DURING DESIGN AND
CONSTRUCTION

During final design we should be retained to consult with the design team as geotechnical
questions arise. Prior to construction, we should review the geotechnical aspects of the
project plans and specifications to check their conformance with the intent of our
recommendations. During construction, it is imperative that we observe subgrade preparation,
compaction of backfill, and foundation excavations as the geotechnical engineer of record.
These observations will allow us to compare the actual with the anticipated soil conditions and
to check that the contractors’ work conforms with the geotechnical aspects of the plans and
specifications. The recommendations contained in this report assume that we will be on-site

during construction to make modification to them as needed.

9.0 LIMITATIONS

The conclusions and recommendations presented in this report result from limited engineering

studies based on our interpretation of the geotechnical conditions existing at the site at the

LANGAN TREADWELL ROLLO



Geotechnical Investigation 23 July 2014
San Ramon City Hall 731626901
San Ramon, California Page 23

time of this investigation. Actual subsurface conditions may vary. If any variations or
undesirable conditions are encountered during construction, or if the proposed construction will
differ from that described in this report, Langan Treadwell Rollo should be notified to make

supplemental recommendations, as necessary.

LANGAN TREADWELL ROLLO



Geotechnical Investigation 23 July 2014
San Ramon City Hall 731626901
San Ramon, California

REFERENCES

California Building Code (2013).

California Division of Mines and Geology (1996). “Probabilistic seismic hazard assessment for
the State of California.” DMG Open-File Report 96-08.

California Division of Mines and Geology (1982). “State of California Special Studies Zones,
Diablo, Revised Official Map” 1 January.

Idriss, |.M., and Boulanger, R.W. (2008). “Soil Liquefaction During Earthquakes” EERI
Monograph, Earthquake Engineering Research Institute.

Ishihara, K. (1985). “Stability of Natural Deposits During Earthquakes,” 11" International
Conference of Soil Mechanics and Foundation Engineering, San Francisco, pp. 321-376.

Norris, R. M., and Webb, R. W. (1990) "“Geology of California,” John Wiley & Sons, Inc.

Sitar, N., Mikola, R.G., and Candia, C. (2012), "“Seismically Induced Lateral Earth Pressures on
Retaining Structures and Basement Walls.” Geotechnical Engineering State of the Art and
Practice Keynote Lectures GeoCongress 2012 Geotechnical Special Publication No. 226.

Toppozada, T. R. and Borchardt G. (1998). “Re-Evaluation of the 1836 ‘Hayward Fault’ and the
1838 San Andreas Fault earthquakes.” Bulletin of Seismological Society of America, 88(1), 140-
169.

Townley, S. D. and Allen, M. W. (1939). "Descriptive catalog of earthquakes of the Pacific
coast of the United States 1769 to 1928.” Bulletin of the Seismological Society of America,
29(1).

Wells, D. L. and Coppersmith, K. J. (1994). “New empirical relationships among magnitude,
rupture length, rupture width, rupture area, and surface displacement.” Bulletin of the
Seismological Society of America, 84(4), 974-1002.

Wesnousky, S. G. (1986). “Earthquakes, quaternary faults, and seismic hazards in California.”
Journal of Geophysical Research, 91(1312).

Working Group on California Earthquake Probabilities (WGCEP), (2008), " The Uniform California
Earthquake Rupture Forecast, Version 2," Open File Report 2007-1437.

Youd et al. (2001). “Liguefaction Resistance of Soils: Summary Report from the 1996 NCEER
and 1998 NCEER/NSF Workshops on Evaluation of Liquefaction Resistance of Soils.” Journal of
Geotechnical and Geoenvironmental Engineering, October.

Youngs, R. R., and Coppersmith, K. J. (1985). “Implications of fault slip rates and earthquake

recurrence models to probabilistic seismic hazard estimates.” Bulletin of the Seismological
Society of America, 75, 939-964.

LANGAN TREADWELL ROLLO



FIGURES

LANGAN TREADWELL ROLLO



g

&
=4
()
5
Gi
& Cirablo
& Vista
~ T Pai
e°° *—{,('u_ & Fark
o a2
. .| § = ;Y\*
; J Crow ©
<&
[
‘)\vn“'
Ra e
o £ cn
o < ) Lilac Ridga
[ : :
L]
= 3
_ San 11t} wd'-!"nd 5 ? pir
\ 4 Ramon | K .§ all:
\ \ c% K 15 View
\ 3 A OLa ol
g' 1A £ =4 =
% \ o [ Jf; - Boflinger C"'}'o
o ’4{)
o >
(24
o
%
’t,
i, C\"
¢
El @
.Lq’ ,%
< e
l,) ’JQ
< -
‘i‘c’ -;r.;
Farl v
Bnrhy o
—{;G‘
Q’g
<
amnboy,_ bBihep Ranch
2 : Fegienal
o nren S
3 £
')g»-
%,
2
& -
A
"e:h e it ?~° 3 hu £ ct
\“ﬂ K3 %
% K
T e OF ’;._’ téjl
&
o B i !1
_..\dp- --‘.m"1
: e“'\o 2 H
\ %Nd
N n'l\';
NOTES: N
0 2,000 4,000
e === vt
World street basemap is provided through Langan's Esri ArcGIS software licensing and ArcGIS online Feet
Credits. Sources Esn, DelLorme NAVTEQ. USGS, Intermap, iPC. NRCAN S
SAN RAMON CITY HALL
San Ramon, California SITE LOCATION MAP
LANGAN TREADWELL ROLLO [ renoa Project 731626901 EoeY

5 angan com'daia SF\datadi731625901N\ArcGIZ ArcMap_DoczumentsiSite Locater Maoi0-0 mxd User Cyoung



EXPLANATION

Approximata location of boring by Treadwell &

B-1-§" Roto December 2013

Approximato location of proposed Chy Hall
O uiang

483

3
g
)
B
:
:
H
8
Al
8
% e“°'9
3 o
i o
&

. &
g
H
5
i ] 50 Feet
i [—r—"
g8 Approximate scale
&
2 4, SAN RAMON CITY HALL
2 San Ramon, Califomia
i 1‘&»

S SITE PLAN

Date 12/11/13 | Project No. 731626901 Figure 2

LANGAN TREAOWELL ROLLO

Retercnca: Base meo based on chil shoet tited *Clty of San Ramon New C.ty Hall, Existing Ltility end Easements. City of Sen Ramon. Contra Costs County Cal fornia.® by RJA, dated 01/08/14




o

T2

o,
A

G

Copyright:© 201 SiEsﬁ'\’q

Legend

. ) NOTES: N
e Earthquake Epicenter - Magnitude 5 o A 0 10 20
® Earthquake Epicenter - Magnitude 6 Lo\ s toviopedty e Calioma Ceoncal g V-
. Earthq uake Epicenter = Magnitude 7 Survey. The historic earthquake catalog includes events Miles

from January 1800 to December 2000 S
. Earthquake Epicenter - Magnitude 8
San Ramon, California EARTHQUAKE EPICENTERS IN

THE SAN FRANCISCO BAY AREA
LANGAN TREADWELL ROLLDO Date 1/15/2014 Project 731626901 Figure 3

Path ‘langan com'data\SF\data973162690 NArcGIS\ArcMap_DocumentsiFault Map10-1 mxd User Cyoung




Vi

vil

vill

Xl

X

Not felt by people, except under especially favorable circumstances. However, dizziness or nausea may be experienced.
Sometimes birds and animals are uneasy or disturbed. Trees, structures, liquids, bodies of water may sway gently, and doors may swing
very slowly.

Felt indoors by a few people, especially on upper floors of multi-story buildings, and by sensitive or nervous persons.
As in Grade |, birds and animals are disturbed, and trees, structures, liquids and bodies of water may sway. Hanging objects swing,
especially if they are delicately suspended.

Felt indoors by several people, usually as a rapid vibration that may not be recognized as an earthquake at first. Vibration is similar
to that of a light, or lightly loaded trucks, or heavy trucks some distance away. Duration may be estimated in some cases.
Movements may be appreciable on upper levels of tall structures. Standing motor cars may rock slightly.

Felt indoors by many, outdoors by a few. Awakens a few individuals, particularly light sleepers, but frightens no one except those
apprehensive from previous experience. Vibration like that due to passing of heavy, or heavily loaded trucks. Sensation like a heavy
body striking building, or the falling of heavy objects inside.
Dishes, windows and doors rattle; glassware and crockery clink and clash. Walls and house frames creak, especially if intensity is in the
upper range of this grade. Hanging objects often swing. Liquids in open vessels are disturbed slightly. Stationary automobiles rock
noticeably.

Felt indoors by practically everyone, outdoors by most people. Direction can often be estimated by those outdoors. Awakens many,

or most sleepers. Frightens a few people, with slight excitement; some persons run outdoors.
Buildings tremble throughout. Dishes and glassware break to some extent. Windows crack in some cases, but not generally. Vases and
small or unstable objects overturn in many instances, and a few fall. Hanging objects and doors swing generally or considerably.
Pictures knock against walls, or swing out of place. Doors and shutters open or close abruptly. Pendulum clocks stop, or run fast or slow.
Small objects move, and furnishings may shift to a slight extent. Small amounts of liquids spill from well-filled open containers. Trees and
bushes shake slightly.

Felt by everyone, indoors and outdoors. Awakens all sleepers. Frightens many people; general excitement, and some persons run

outdoors.
Persons move unsteadily. Trees and bushes shake slightly to moderately. Liquids are set in strong motion. Small bells in churches and
schools ring. Poorly built buildings may be damaged. Plaster falls in small amounts. Other plaster cracks somewhat. Many dishes and
glasses, and a few windows break. Knickknacks, books and pictures fall. Furniture overturns in many instances. Heavy furnishings
move.

Frightens everyone. General alarm, and everyone runs outdoors.
People find it difficult to stand. Persons driving cars notice shaking. Trees and bushes shake moderately to strongly. Waves form on
ponds, lakes and streams. Water is muddied. Gravel or sand stream banks cave in. Large church bells ring. Suspended objects quiver.
Damage is negligible in buildings of good design and construction; slight to moderate in well-built ordinary buildings; considerable in
poorly built or badly designed buildings, adobe houses, old walls (especially where laid up without mortar), spires, etc. Plaster and some
stucco fall. Many windows and some furniture break. Loosened brickwork and tiles shake down. Weak chimneys break at the roofline.
Cornices fall from towers and high buildings. Bricks and stones are dislodged. Heavy furniture overturns. Concrete irrigation ditches are
considerably damaged.

General fright, and alarm approaches panic.
Persons driving cars are disturbed. Trees shake strongly, and branches and trunks break off (especially palm trees). Sand and mud
erupts in small amounts. Flow of springs and wells is temporarily and sometimes permanently changed. Dry wells renew flow.
Temperatures of spring and well waters varies. Damage slight in brick structures built especially to withstand earthquakes; considerable
in ordinary substantial buildings, with some partial collapse; heavy in some wooden houses, with some tumbling down. Panel walls
break away in frame structures. Decayed pilings break off. Walls fall. Solid stone walls crack and break seriously. Wet grounds and steep
slopes crack to some extent. Chimneys, columns, monuments and factory stacks and towers twist and fall. Very heavy furniture moves
conspicuously or overturns.

Panic is general.
Ground cracks conspicuously. Damage is considerable in masonry structures built especially to withstand earthquakes; great in other
masonry buildings - some collapse in large part. Some wood frame houses built especially to withstand earthquakes are thrown out of
plumb, others are shifted wholly off foundations. Reservoirs are seriously damaged and underground pipes sometimes break.

Panic is general.
Ground, especially when loose and wet, cracks up to widths of several inches; fissures up to a yard in width run paralle! to canal and
stream banks. Landsliding is considerable from river banks and steep coasts. Sand and mud shifts horizontally on beaches and flat
land. Water leve! changes in wells. Water is thrown on banks of canals, lakes, rivers, etc. Dams, dikes, embankments are seriously
damaged. Well-built wooden structures and bridges are severely damaged, and some collapse. Dangerous cracks develop in excelient
brick walls. Most masonry and frame structures, and their foundations are destroyed. Railroad rails bend slightly. Pipe lines buried in
earth tear apart or are crushed endwise. Open cracks and broad wavy folds open in cement pavements and asphalt road surfaces.

Panic is general.
Disturbances in ground are many and widespread, varying with the ground material. Broad fissures, earth slumps, and land slips
develop in soft, wet ground. Water charged with sand and mud is ejected in large amounts. Sea waves of significant magnitude may
develop. Damage is severe to wood frame structures, especially near shack centers, great to dams, dikes and embankments, even at
long distances. Few if any masonry structures remain standing. Supporting piers or pillars of large, well-built bridges are wrecked.
Wooden bridges that "give" are less affected. Railroad rails bend greatly and some thrust endwise. Pipe lines buried in earth are put
completely out of service.

Panic is general.
Damage is total, and practically all works of construction are damaged greatly or destroyed. Disturbances in the ground are great and
varied, and numerous shearing cracks develop. Landslides, rock falls, and slumps in river banks are numerous and extensive. Large
rock masses are wrenched loose and torn off. Fault slips develop in firm rock, and horizontal and vertical offset displacements are
notable. Water channels, both surface and underground, are disturbed and modified greatly. Lakes are dammed, new waterfalls are
produced, rivers are deflected, etc. Surface waves are seen on ground surfaces. Lines of sight and level are distorted. Objects are
thrown upward into the air.
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TEST GEQTECH LOG 731626901 GPJ TR GDT 1/15/14

PROJECT: SAN RAMON CITY HALL Log of Boring B-1
San Ramon, California
PAGE 1 OF 1
Boring location: See Site Plan, Figure 2 Logged by: E. Toth
Datestarted:  12/2/13 | Date finished: 12/2/13
Drilling method:  Hollow Stem Auger with Hydraulic Trip
Hammer weight/drop: 140 Ibs./30 inches | Hammer type: Downhole Safety LABORATORY TEST DATA
Sampler: Sprague & Henwood (S&H) =
SAMPLES |- sc_lgec| Bo |, |ge¥| Ba
< - PR MATERIAL DESCRIPTION 3%’}"’: £28| 53 | £« |225| &3
Fo 2o |2 |5 [v3 2 SET|S88 58 | ¢ 22%5| =8
ad |ES|E | £ [3S(2 ® ojoeo)| @3 3| §-
8= |8" |é |8 | 2|5 Ground Surface Elevation: 438 feef’ »
CLAY (CH) o
1 - O CH gray, stiff, moist, with roots g
S&H F )
5 — 12 12 o CLAY (CH) PP 1,750 301 | 95
] mottled gray and olive-gray, stiff to very stiff,
3 ] 20 v moist, trace roots
4 | S&H 132 | 24 LL = 57, PI = 35, see Figure B-1 206 | 105
o CLAY (CL)
5 — = 17 olive, very stiff, moist, trace fine-grained sand from 2250
| saH [ 23 | 22 4 to€ . PP 2500
6 ] 31 LL =40, Pl =19, see Figure B-1 '
7 u—
B —
9 — Sl s
S&H .@ 19 | 16 PP 1,750
10 — ] 21
11 — ¥ (127213, 10:10 a.m.)
12 —
13 —
14 | seH & 12 olive-gray with yellow-brown mottling, stiff, wet, PP 1.750
e 17 with calcium carbonate nodules '
16 — —
CL
17 —
18 — —
18 7 san 25 very stiff 1 PP 2,250
20 — —
21 — -
22 — —
23 — —
| R i ]
24 7 seH ;ﬁ 16 13 gray with brown mottling, stiff
25 — 1 —
26 — —
27 — —
28 — —
29 san P 1e | 1o PP 3,000
S&H | mottled olive and olive-gray, very stiff ,
30 — 32
31 — =
3%oring terminated at a depth of 30 feet below ground ' S&H blow counts for the |ast two increments were
surface. converted to SPT N-Values using a factor of 0.4, LANGAN TREADWELL ROLLOD
Boring backfilled with cement grout. to account for sampler type and hammer energy.
Groundwater encountered at 11 feet below ground surface  ? Elevations based on National Geodetic Vertical Datum of
during drilling. 1929, Project No.: Figure:
PP = pocket penetrometer 731626901 A-1
LL = liquid limit, Pl = plasticity index




PROJECT: SAN RAMON CITY HALL
San Ramon, California

Log of Boring B-2

TEST GEOTECH LOG 731626901 GPJ TR GDT 1/15/14

PAGE 1 OF 1
Boring location: See Site Plan, Figure 2 Logged by:  E. Toth
Date started: 12/2/13 | Date finished: 12/2/13
Drilling method: Hollow Stem Auger with Hydraulic Trip
Hammer weight/drop: 140 Ibs./30 inches I Hammer type: Downhole Safety LABORATORY TEST DATA
Sampler:  Sprague & Henwood (S&H), Standard Penetration Test (SPT) .
SAMPLES - s5_|gec ‘gi i 5 gi z
: M T. e =18 MATERIAL DESCRIPTION 8E8(£88) 58 | £+ |32E| &3
g lzgl2 |3 k2|2 5" |888| 58| = |28%| 25
o |ES|E [ [33(2 N S G| 8=
a= (8" |6 |a | 2|5 Ground Surface Elevation: 436.5 feet’ -
3 inches Asphalt Concrete
1 — 12 inches Aggregate Base ] P
2 - cL CLAY (CL) “l
12 — dark gray to gray, very stiff, moist ¥
3 —| S&H m 18 | 16 CLAY (CH) _| PP 2,000 223 | 101
21 CH ; . .
olive-gray, very stiff, moist, trace sand
4 — | LL = 52, PI = 33, see Figure B-1
5 —| 5 CLAY (CL) —
1 mottled olive-gray and yellow-brown, very stiff,
s — SFT i 12 8 moist, trace sand — 2.2
. — LL = 47, Pl = 27, see Figure B-1
8 — —
10 PP 1,750
® Tsen [ 11| 11 olive with yellow-brown mottling, stiff, with calcium TxUU| 950 |1,630 281 95
10 — —} 16 carbonate nodules -
Triaxial Test, see Figure B-2
11 — 7
12 —
13 — —
] olive with gray mottling, trace sand .
14— sen 12 L AL PP 1,750
15 — —
16 — —
17 — CL —
18 — —
19 — S&H 19 gray, very stiff B PP 2,500
20 — —
21 — -
22 — —
23 -
24 e | 14 gray with brown mottling, stiff, wet ] PP 2,000
25 —| : Y (12/2/13, 2:09 p.m.) —
26 — —
27 — —
28 — —
29 1 seH ﬁ 22| 17 mottled olive and olive-gray, very stiff “] PP 2,000
30 — 20
31 — —
3%oring terminated at a depth of 30 feet below ground ' S&H and SPT blow counts for the last two incremznts7were
rface. rted to SPT N-Val ing factors of 0.4 and 0.7,
;‘:Jtiizebackﬁlled with cement grout. ?::;;Ieec;vels to accounal ?:‘ s:?:;)slle? tt;;;s a(r)1d har?wr:ner LANBAN TREAOWELL ROLLO
Groundwater encountered at 25 feet below ground surface energy.
during drilling. ? Elevations based on National Geodetic Vertical Datum of [ Project No.: Figure:
PP = pocket penetromet, 1929. a
LL = i i, B = plastieity index 731626901 A2




TEST GEOTECH LOG 731626901 GPJ TR GDT 1/15/14

PROJECT: SAN RAMON CITY HALL

San Ramon, California

Log of Boring B-3

PAGE 1 OF 1

Boring location: See Site Plan, Figure 2

Date started: 12/2113

| Date finished: 12/2/13

Drilling method:  Hollow Stem Auger with Hydraulic Trip

Logged by: E Toth

Hammer weight/drop: 140 Ibs./30 inches | Hammer type: Downhole Safety

LABORATORY TEST DATA
Sampler:  Sprague & Henwood (S&H), Standard Penetration Test (SPT) .
SAMPLES > Ny Pox ‘gac . 5 Qi zg
. s 1o |o | = g MATERIAL DESCRIPTION 228|238 | g | L= 535| &3
B8 |67 |8 [a | 2|5 Ground Surface Elevation: 438 feet’ @
CLAY with SAND (CL) 4
1 — 5 CL dark brown and olive-gray, stiff, moist, ol
, | sPT ‘i 6 | 10 fine-grained sand, with roots . 236
4 8 cL CLAY (CL)
3 — mottled olive-gray and gray, stiff to very stiff, ]
i 16 moist, trace fine-grained sand, trace roots
4 — S&H | gg 21 a LL = 42, PI = 25, see Figure B-1 ] PP 2,500 23.3 | 105
Corrosion Test, see Figure B-3
5 5 / CLAY (CH)
6 —| SPT L4 7 | 13 olive, stiff to very stiff, moist |
1 LL = 56, Pl = 34, see Figure B-1
7 — CLAY (CL) —
mottled olive-gray and yellow-brown, stiff, moist,
8 — 3 trace sand 7
g —| S&H 152 8 olive, medium stiff to stiff —
10 — —
11 — —
12 —
13 — —
14 — 'ﬁ.ﬂ 5 ) . . . T
SeH 110 | 10 olive with gray mottling, stiff
15 — 14 —
16 — CL —
17 — —
18 — —
19 — | ‘ .
S&H | 13|13 gray, trace sand, with calcium carbonate nodules
20 — 19 —
21 — —
22 — —
23 — —
_ Y olive-gray to gray with red-brown mottling, ve _
24— san ;H 20 | 18 stiff r?loigt togwe); 9 v PP 2,750
25 — 24 ' _
26 — ¥ (12/02/13, 12:10 p.m.) —
27 - SANDY CLAY (CL) |
olive with gray and red-brown mottling, very stiff,
28 — CL wet —
1 16
29 7 saH 2|2 7
_ 130 1
30 CLAY (CL)
31 — \ olive, very stiff, wet /:
32Bon’ng terminated at a depth of 30 feet below ground ' S&H and SPT blow counts for the Iast two increments were
rface. ried to SPT N-Val ing factors of 0.4 and 0.7,
;‘:Jriz;ebackﬁlled with cement grout. tr::sn;:cﬁveI; to accour?t lf]oaf s:?ll'lr;aglera ty::res and ha:\r:ner LANBAN TREAUWELL ROLLO
Groundwater encountered at 26 feet below ground surface energy.
during drifling. ? Elevations based on Naticnal Geodetic Vertical Datum of Project No.: Figure
PP = pocket penetromet 1929.
L= |ipg?1ideiirﬁﬁng| =mglea:ll;cig index 731626901 A-3




UNIFIED SOIL CLASSIFICATION SYSTEM
Major Divisions | Symbols | Typical Names
§ I Gw | Well-graded gravels or gravel-sand mixtures, little or no fines
. Gravels
% = (More than half of | GP | Poorly-graded gravels or gravel-sand mixtures, little or no fines
g = coarse fraction > GM Silty gravels, gravel-sand-silt mixtures
@ 3 8| no.4sievesize) | T T T
.5 5 @ | GC | Clayey gravels, gravel-sand-clay mixtures
e D0
Ow .§ SW Well-graded sands or gravelly sands, little or no fines
@ ﬁ ] Sands 3 +
g 8 (More than half of SP 1 Poorly-graded sands or gravelly sands, little or no fines
pgES . t
0oy coarse fraction < SM Silty sands, sand-silt mixtures
1] no. 4 sieve size) | + -
E SC Clayey sands, sand-clay mixtures
+ T T
nE 5 ML Inorganic silts and clayey siits of low plasticity, sandy silts, gravelly silts
S ® 8 siltsand Clays & T
,‘,’, 5w LL = < 50 I CL | Inorganic clays of low to medium plasticity, gravelly ciays, sandy clays, lean clays
e O
E = ,E | | oL | Organic silts and organic silt-clays of low plasticity
— N
£53 MH | Inorganic silts of high plasticity
Q@SR gitsandClays | T
S . . -
g .g g LL = > 50 | CH | Inorganic clays of high plasticity, fat clays
LEv L OH | Organic silts and clays of high plasticity
Highly Organic Soils | PT | Peat and other highly organic soils
SAMPLE DESIGNATIONS/SYMBOLS
TGRAIN SIS Sample taken with Sprague & Henwood split-barrel sampler with
Range of Grain Sizes E a 3.0-inch outside diameter and a 2.43-inch inside diameter.
Classification = U.S. Standard Grain Size Darkened area indicates soil recovered
Sieve Size in Millimeters . . . )
+ -+ Classification sample taken with Standard Penetration Test
Boulders Above 12" Above 305 sampler
+ +
Cobbles | 12't03" 305 to 76.2 D:
+ i i o
Gravel 3" to No. 4 76.2 10 4.76 Undisturbed sample taken with thin-walled tube
coarse 3" to 3/4" 76.2t0 19.1
fine 3/4" to No. 4 19.1t04.76 X
T T Disturbed sample, hand auger
Sand No. 4 to No. 200 4.76 10 0.075
coarse No. 4 to No. 10 4.76 to 2.00 ]
medium No. 10 to No. 40 2.00 to 0.420 O . ith
i | No. 40 to No. 200 0.420 to 0.075 | — | Sampling attempted with no recovery
= +
Sitand Clay | Below No.200 | Below 0.075 I
Core sample
7 Unstabilized groundwater level L._ Analytical laboratory sample
VW_ Stabilized groundwater level
:|:|:| Sample taken with Direct Push sampler

SAMPLER TYPE

c Core barrel PT  Pitcher tube sampler using 3.0-inch outside diameter,
thin-walled Shelby tube
CA  California split-barrel sampler with 2.5-inch outside
diameter and a 1.93-inch inside diameter S&H  Sprague & Henwood split-barrel sampler with a 3.0-inch
outside diameter and a 2.43-inch inside diameter
D&M Dames & Moore piston sampler using 2.5-inch outside
diameter, thin-walled tube SPT Standard Penetration Test (SPT) split-barret sampler with
a 2.0-inch outside diameter and a 1.5-inch inside diameter
0] Osterberg piston sampler using 3.0-inch outside
diameter, thin-walled Shelby tube ST  Shelby Tube (3.0-inch outside diameter, thin-walled tube)
advanced with hydraulic pressure

SAN RAMON CITY HALL
San Ramon, California CLASSIFICATION CHART

LANGAN TREADWELL ROLLO 1o, 750313 project No. 731626901 Figure A4




APPENDIX B

LABORATORY AND CORROSION TEST RESULTS

LANGAN TREADWELL ROLLO



70 1

Reference:
ASTM D2487-00
60 | + +
T 50 j
x
]
2 |
< 40
- .
O | |
o 30 T
< T
o | |
|
20+ €k IM-L ‘
/ |
I\ J/ / MH or OH |
10 + I
ML orOL . |
0 I | 1
0 10 20 30 40 50 60 70 80 90 100 110 120
LIQUID LIMIT (LL)
Natural | Liquid |Plasticity |% Passing
Symbol Source Description and Classification M.C. (%) | Limit (%)| Index (%) #200 Sieve
[ ] B-1 at 2 feet |CLAY (CH), mottled gray and olive-gray 301 57 35 -
[ | B-1 at 4 feet |CLAY (CL), olive 20.6 40 19 --
A B-2 at 3 feet | CLAY (CH), olive-gray 223 52 33 --
O | B-2at5.5feet |CLAY (CL), mottled olive-gray and 21.2 47 27 -
yellow-brown
O B-3 at 1.5 feet | CLAY (CL), mottled olive-gray and gray 236 42 25 -
A B-3 at 4 feet | CLAY (CH), olive 23.3 56 34 --
SAN RAMON CITY HALL
San Ramon, California PLASTICITY CHART
LANBAN TREAOWELL ROLLO Date 12/20/13 | Project No. 731626901 | Figure B-1
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AXIAL STRAIN (percent)
SAMPLER TYPE  Sprague & Henwood SHEAR STRENGTH 1,630 psf
DIAMETER (in.) 2.40 HEIGHT (in) 5.7 STRAIN AT FAILURE 18.3 %
MOISTURE CONTENT 28.1 % CONFINING PRESSURE 950 psf
DRY DENSITY 95 pcf STRAIN RATE 0.75 % / min
DESCRIPTION CLAY (CL), olive with yellow-brown mottling SOURCE B-2 @ 9.5 feet
SAN RAMON CITY HALL

TRIAXIAL COMPRESSION TEST

LANGAN TREAOWELL ROLLO
Date 12/20/13 Project No. 731626901 Figure B-2



LTS

975 Transport Way, Suite 2

Petaluma, CA 94954
(707) 778-9605/FAX 778-9612
e-mail. entech@pacbell.net

Environment
Technical Services

-Soil, Water & Air Testing & Monitoringt.

-Analytical Labs
-Technical Support

Serving people and the environment
so that both benefit.

COMPANY: Treadwell & Rollo, 501 14th Street, 3rd Floor, Oakland, CA 94612 ~ | ANALYST(S) | SUPERVISOR
ATTN: Elena Ayers L DATE of D.Salinas | D.Jacobson |
JOB SITE: City Hall, San Ramon, Caiifornia DATE RECEIVED | COMPLETION S. Santos LAB DIRECTOR
~ JOB#. 750626901 | _California |~ 12/5/2013 12/13/2013 G.S. Conrad PhD
LAB SAMPLE ~ DESCRIPTION of | SOIL pH NOMINAL ELECTRICAL SULFATE CHLORIDE
SAMPLE SOIL and/or RESISTIVITY CONDUCTIVITY S04 Cl
NUMBER ) SEDIMENT | -log[H+] ohm-cm __ pmhos/cm ppm ppm »
05634-1 CH1/SR B-3-3@ 3.5 8.45 762 [1310] 36 113
Method Detection Limits —> — 1 01 1 1
LAB SAMPLE  DESCRIPTION of | SALINITY SOLUBLE SOLUBLE REDOX PERCENT
SAMPLE SOIL and/or ECe SULFIDES (S=) CYANIDES (CN=) MOISTURE
NUMBER  ID SEDIMENT | mmhos/cm | ppm ppm_ mv % -
05634-1 CH1/SR B-3-3@ 3.5 +202.7
Method Detection Limits ---> =N 0.1 0.1 -400 -> +800 0.1
COMMENT

Resistivity is below 1,000 chm-cm, i.e., very poor (assign 8-10 pts, depedning on specs); soil reaction (i.e., pH) is mildly alkaline
(assign @ pts): sulfate level is very low (SO4 @ <200 ppm, assign @ pts); but chloride level is very modestly elevated (Cl @ >100
ppm, assign @-3 pts, depending on specs), soil is mildly reduced (assign ©-3.5 pts, depending on specs). Standard CalTrans
times to perforation for this soil are as follows: for 18 ga steel the time is ~22 yrs, and for 12 ga it goes up to =49 yrs. For gray/
ductile/mild steels and cast iron the caiculated average pitting rate for this soil (according to Uhlig) is 0.18 mm/yr putting the 2
mm depth time at ~11 yrs, and the 4 mm depth time would be at ~22 yrs. The sulfate level is so low that there would be no mea-
surable adverse impact on concrete, cement, mortar and grout; however, chloride level is modestly elevated and could have a
very minor adverse impact on steel reinforcement. The soil redox is such that there could be some very some very mild adverse
impact on construction materials (i.e., concrete or steel). This soil would not benefit from alkaline or cement treatment because
its pH is already in the ideal basic range. Otherwise, metal longevity can be improved by upgrading (e.g. increased gauge or
more resistant steels, etc.). In fact, often structural strength considerations will require use of heavier steel than used in the
persented examples such that perforation and pitting times can be well beyond specified life span. Where this is not the case,
cathodic protection of coated steel pipe or boxes could be done as a potential solution for buried assets. And other alternatives
include increased or specialized engineering fill, and/or use of plastic, fiberglass or concrete assets. Based on these results,
standard concrete mixes should be fine in this soil. Total points for buried steel is in the range of 8-13.5 pts, depending on the
specs, which may require remediation (as this soil could exceed 10 pts); or specific results could cause outright rejection (e.g.
resistivity @ <1,000 ohm-cm, etc.).

WWOTES: Methods are from following sources: extractions by Cal Trans protocols as per Cal Test 417 (SO4), 422 (Cl), and 532/643
(pH & resistivity); &for by ASTM Vol. 4.08 & ASTM Val. 11.01 (=EPA Methods of Chemical Analysis, or Standard Methads); pH - ASTM G
51; Spec. Cond. - ASTM D 1125; resistivity - ASTM G 57, redox - Pt probe/ISE; sulfate - extraction Title 22, detection ASTM D 516 (=EPA
375.4); chloride - extraction Title 22, detection ASTM D 512 (=EPA 325.3); sulfides - extraction by Title 22, and detection EPA 376.2 (=
SMEWW 4500-S D); cyanides - extraction by Title 22, and detection by ASTM D 4374 (=EPA 335.2).

Figure B-3
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